
FEATURES & BENEFITS

  Optimized pinion speed provides  
best-in-class cranking performance 

  High performance power pack provides 
optimized performance for better engine 
starts and supports multiple improved 
vehicle power sources/battery loading

  Long life operation and over crank 
thermal protection offers more reliability 
to meet new vehicle requirements

  Improved mechanical rigidity to support 
new vehicle operating requirements

  Warranty: 4 year/unlimited miles 
(Applicable to U.S. and Canada only)

150MT™ Heavy  
Duty Starter

delcoremy.com

Superior Starts –  
Premium Endurance

Engine Size 12V up to 16 Liters, 24V up to 18 Liters

Rotation Clockwise (viewing pinion end)

Mounting SAE 1, SAE 3 and customer specific  
as requires

Pinion Data 11 Tooth, 6-8 Pitch; 12 Tooth,  
8-10 Pitch; 12 Tooth, Mod 3-metric

Output 12V peak at 7.3kW, 24V peak at 9.0kW

Weight 14.4kg/31.75 lbs

Diameter 115 mm/4.53 inches

Heavy Duty Drive Electrical Soft-Start Engagement 
System Overrunning Clutch

Starting Torque  
with Gear Ratio 4.3:1

SPECIFICATIONS
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  150MT 12V

  39MT+ 12V

  Melco 105P 12V

  150MT 12V

  39MT+ 12V

  Melco 105P 12V
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24SI™ Heavy Duty 
Alternator

FEATURES & BENEFITS

 Dual internal fan (DIF) design 
provides maximum cooling 
technology  

 OE approved, assuring OE quality, 
reliability and performance for 
aftermarket replacements

 Superior output producing 160 Amps 
at road speed and 100 Amps at idle

 Lightweight and compact in size 
provides simplified installation

 Warranty: 1 year/unlimited miles 
(Applicable to U.S. and Canada only)

The 24SI has a dual internal fan (DIF) design 
that provides Maximum Cooling Technology. 
Dual fans mean greater air circulation over the 
alternator electronics. That allows the alternator 
to run at lower temperatures which improves the 
operating efficiency and durability of the unit.

With a single external fan, air is drawn in from 
the terminal end and passes through the length 
of the alternator to exit through the fan. The 
higher operating temperature reduces the unit’s 
efficiency and durability.SPECIFICATIONS

Performance 
Output

12 Volts 100 Amps
12 Volts 130 Amps
12 Volts 145 Amps
12 Volts 160 Amps
24 Volts 70 Amps
24 Volts 110 Amps

Rotation Clockwise

Maximum 
Speed

10,000 RPM Continuous
12,000 RPM Intermittent

Temperature 
Rating 105°C/221°F

Mounting J180 Hinge Mount
Pad Mount

Weight 16.2 lbs/7.7 kg

delcoremy.com

Maximum Cooling Technology 
specially designed for today’s 
higher under-hood temperatures
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higher under-hood temperatures
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24SI™ Heavy Duty 
Alternator
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delcoremy.comBorgWarner Inc. 
600 Corporation Drive
Pendleton, IN 46064 USA

For Customer Service or Technical  
Assistance call 1-800-372-3555

150MT™ Heavy Duty Starter

ENGINE VOLTAGE 39MT 150MT COMPETITIVE CROSS 
REFERENCES

Detroit Diesel Series 60 
(S60), CAT C9, C10, C11, C12, 
C13 & C15, Cummins ISM, M11, 
N14 & ISX 15, MaxxForce 15, 
Mack E7

12V 8200308 61014400

PC1479, IN1478, 
FL0975, FL0777, 
FL0579,  MIB970777, 
MIB970975, 
D616005003, 
D616002004

DD 13/15/16 2016 and newer 12V 61008898 61015900 FLA579, M110613, 
M110R2613SE

Cummins ISC & ISL, 
MaxxForce 9, 10, 11 & 
13, Paccar PX-8 & PX-9, 
International DT466, DT530, 
DT570 & HT570

12V 8200433 61017311

PC1379, PC2679, 
PC72679, IN1378, 
IN3179, M110610, 
M110606, M105302, 
M105602, 428000-
2690, 228000-5311

CAT C12, C13, C15, Cummins 
ISM, ISX, N14, Detroit S60, 
Mack E7

24V 8200330 61015901 PV2479, PC83579, 
MC2378


